
P R O D U C T  D A T A  S H E E T

Links

T A N K  &  W E L L  M O N I T O R I N G  A N D  C O N T R O L

A P P L I C A T I O N

Links
Automatically calls remote wells to keep tanks in target
range.

Links is AccuDose’s Tank & Well application, designed to keep tanks

within target range by automatically calling remote well sites to fill the

tank when needed. Operators view tank history, confirm well call/run

status, and manage essential settings — without unnecessary complexity

or high cost.

DUAL-SITE AUTO FILL CONTROL CALL VS. RUN VERIFY

TRENDS & REPORTS SOFTWARE UPGRADE

01 H O W  I T  W O R K S

01 Monitor the tank

Destination level / pressure tracked and logged

02 Monitor the wells

Source call / run status and key signals

03 Fill when needed

Setpoints trigger automatic well operation

04 Verify performance

Call-vs-run confirmation and alarms

05 View trends & reports

Understand what happened over time

02 W H AT ’ S  I N C L U D E D

COMPLETE PACKAGE

Dual-Site Package
DEST + SRC

+ SOFTWARE

03 D E P L O Y M E N T  AT  A  G L A N C E

1

Tank · Destination

1+

Wells · Source

+4

Add-on Sites Max

0

Reprogramming

∞ Lifetime Warranty
Every unit backed for the life of your infrastructure
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LINKS DUAL RMC-2000 · DESTINATION + SOURCE

Destination Controller (RMC-2000)

Source Controller (RMC-2000)

Software Upgrade



P R O D U C T  D A T A  S H E E T

Links

03 L I N K S  L O G I C  O V E R V I E W

S I G N A L S  M O N I T O R E D C O N T R O L  L O G I C A L A R M S  &  N O T I F I C AT I O N S

04 S Y S T E M  D I A G R A M

05 T E C H N I C A L  S P E C I F I C AT I O N S

M E C H A N I C A L

Base Polycarbonate

Cover Polycarbonate

Gasket Continuous silicone

Assembly Screws Stainless steel

E L E C T R I C A L

Power 85–265 V AC · max 15 W

24 V DC ±10% · max 15 W

Digital Inputs Dry contact to ground

C O M P L I A N C E  &  P R O T E C T I O N

NEMA Rating 4X

IP Equivalent IP67

06 U P G R A D E  E X I S T I N G  C O N T R O L L E R S

Already monitoring with AccuDose? Convert
an existing controller to Links by paying only
the difference in server cost — no
reprogramming required. Add up to four
additional sites in any configuration.
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Tank level / pressure

Well run status

Runtimes / starts

Power & comm status

Additional I/O (optional)

Start threshold (low)

Stop threshold (high)

Alternation (enable/disable)

Runtime limits (optional)

High / Low / High-High / Low-Low

Called-to-run but failed

Excess runtime / starts

Comm & power alarms

SYSTEM COMMUNICATION PATH DUAL RMC-2000 · CELLULAR

ACCUDOSE CLOUD

Platform
Mobile app · alerts · trends

LTE-M LTE-M

DESTINATION

Tank
RMC-2000 · level

SOURCE

Well / Pump
RMC-2000 · run

CALL TO FILL

WATER DELIVERED

Reuse your installed RMC controllers as-is

No reprogramming or site visit required

Expand to up to four additional sites

Contact AccuDose for upgrade options


