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RMC-2000i Solar

— SOLAR-POWERED REMOTE MONITORING CONTROLLER a

RMC-2000i
Solar

Off-grid RMC-2000i with integrated solar power for utility-
free sites.

The RMC-2000i Solar pairs the cellular RMC controller with an integrated
solar power subsystem for reliable off-grid operation. A photovoltaic
panel, sealed 24 VDC battery, and microprocessor-controlled charge
regulator keep the controller online through extended cloud cover ar

utility outages — ideal for remote monitoring and dosing applications.

OFF-GRID SOLAR NEMA 4X IP67 3-5 DAY AUTONOMY L
RMC-2000I CONTROLLER + PHOTOVOLTAIC
LIFETIME WARRANTY SOLAR PAMNEL
01f LIFT & PUMP STATION MONITORING 02 FEATURES
_ Real-time alarms and dala reporting
® Pump Status ® High-Level Float Alarms
Cellular-based — all ISP carriers via glabal SIM
@ Pump Failure ® Pump Overheat Local WI-Fl access point
GPS wlith map overview
® Pressure @ Power Fall

Cloud-based Interface via free moblle App
No programming required

Compact NEMA 4X polycarbanate enclosure

A . T T

Industrial-grade electronlc companantry

[EP__B] SOLAR POWER SUBSYSTEM

PHOTOVOLTAIC PANEL 24 VDC BATTERY CHARGE REGULATOR

Rechargas the ballery in daylight Sealed VRLA / AGM - 7-35 AN Microprocassar-conlrolled - prolected

24 VDC Nominal voltage 3-5 days Autonomy, no sun Oﬁ-grld Ulility-free operalian

o0 Lifetime Warranty

Every unit backed far the Ilfe of your Infrastruature
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TECHNICAL SPECIFICATIONS

B MECHANICAL
Base

Cover

Gaskel

Assembly Scraws

E ELECTRICAL
Power
Digltal Inpuls

Digltal Qulpuls

Analog Inpuls

Polycarbonate
Polycarbonate
Continuous silicone

Stainless steel

24 V DC £10% - max 15 W
Dry contect to ground

24 V DC open-collector reley
driver

0-20 mA + 4-20 mA - ©-3.3 V DC
- Pulse

SOLAR BATTERY SPECIFICATIONS

B SOLAR POWER SUBSYSTEM — BATTERY

Type

Capacily

Nominal Vollage
Design Aulonomy
Qperaling Temp.

Protection

Mounling

Qrigin

Sesled VRLA or AGM

7 Ah - 35 Ah (runtime-
dependent)

24 VDC
3-5 deys min. without soler
-20 _ +50 °C (derates >25 °C)

Over-discherge & reverse
polarity

Internsl penel or ext. NEMA
3R/LxX

Engineered & built in the USA

0 Lifetime Warranty

Every unit backed far the Iife of your Infrastruature

Product Data Sheat

www. 8ccu-dosa.cam

866-310-1055

B ENVIRONMENT

Operaling Temp. -20 .. 68 °C (-4 .. 140 °F)

Enclosure NEMA 4X polycarbonate

®E COMPLIANCE & PROTECTION

NEMA Raling ax,

IP Equivalent IP67

B PRODUCT DIMENSIONS

12.2In

7.1In 2 Gl
I el 42 Blin

-
1iBin
—eeee 22 0%in Il

Reliable off-grid power
STB}’S online Inrougn exiended cloud cover or U[ill'.y BUTBQEE =
no arld connection requlred.
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