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= CELLULAR REMOTE MONITORING CONTROLLER

RMC-1000/
2000

The modern SCADA alternative for lift & pump stations.

A modernized, cost-effective, cellular- and cloud-based remote
monitoring system that delivers real-time alarms and data. Engineered for

lift and pump stations, it is an ideal alternative to SCADA and auto-dialers.

NEMA 4X IP67 LTE-M GLOBAL SIM MODBUS RS485

LIFETIME WARRANTY

L _
RMC-1000 / RMC-1000 / 2000 - NEMA 4X
2000 ENCLOSURE
LIFT & PUMP STATION MONITORING FEATURES
. Real-time alarms and data reporting
® Pump Status ® High-Level Float Alarms
Cellular-based — all ISP carriers via global SIM
® Pump Failure ® Pump Overheat Local Wi-Fi access point
GPS with map overview
® Pressure ® Power Fail

Cloud-based interface via free mobile App
No programming required

Compact NEMA 4X polycarbonate enclosure
Industrial-grade electronic componentry

MODBUS RS485
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MODELS & I/0

RMC-1000 RMC-2000

Digital Inputs 7 Digital Inputs
Power Fail 1 Analog Inputs
Digital Outputs

N BN

Power Fail

Lifetime Warranty

e Every unit backed for the life of your infrastructure
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TECHNICAL SPECIFICATIONS

®E MECHANICAL B ENVIRONMENT
Base Polycarbonate Operating Temp. -20 .. 60 °C (-4 .. 140 °F)
Cover Polycarbonate Enclosure NEMA 4X polycarbonate
Gasket Continuous silicone
H COMPLIANCE & PROTECTION
Assembly Screws Stainless steel
NEMA Rating 4X
B ELECTRICAL IP Equivalent IP67
Power 85-265 V AC * max 15 W
24 V DC +10% - max 15 W
Digital Inputs Dry contact to ground
Digital Outputs 24 V DC open-collector relay
driver
Analog Inputs 0-20 mA - 4-20 mA - 0-3.3 V DC
- Pulse
PRODUCT DIMENSIONS
PRODUCT DIMENSIONS DIMENSIONS IN INCHES

00 Lifetime Warranty
Every unit backed for the life of your infrastructure
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